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ALTERNATIVE SYMBOL AND ARROW DIRECTIONS:
LEFT, RIGHT OR BOTH

SIGN DIMENSIONS

A B C D E F G H J K L
Nominal | 5" | 1ot | % | W | % | U |2Vt | % | % | %
o
PUSH BUTTON PUSH BUTTON PUSH BUTTON| |2
FOR FOR FOR "
GREEN LIGHT GREEN LIGHT GREEN LIGHT
LEFT RIGHT BOTH

FOR BICYCLE LANES

(Use only when specified)
Black legend on white background

PEDESTRIAN PUSH BUTTON SIGNS

NOTE:

Color of legend and arrow are black.
Color of background and symbol are white.

Gasket \®

TYPE C

(Use only when specified)

PEDESTRIAN PUSH BUTTONS
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Two conductor cable furnished
with each detector probe

Lead-in-cable

Magnetic detector probe
located at the centerlines
of approach lane

3"C, Type 3 conduit pitched
to drain into PB

ELEVATION

MAGNETIC VEHICLE DETECTOR
INSTALLATION DETAILS

D]ST‘ COUNTY ‘ ROUTE ‘ TOTAL PROJEGT

POST MILES_ |SHEET| TOTAL
NO. |SHEETS
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REGIITERED ELECTRICKL ENGINEER

May 1, 2006
PLANS APPROVAL DATE
The State of California or Tts officer:
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or complefeness of electronlc coples af this pian
sheer.

To get fo the Calfrans web site, go to: hitp:/ /www.dot.cagov

NOTES:

1. Back casting shape to fit curvature of post.

2. Provide cover fitting for top of post, when PPB is
mounted on pedestrian push button post.

3. Install push button on crosswalk side of standard.

4. Actuator shall be 2" minimum, in diameter.

PCC fill for PCC surfaced roadways
PCC fill with top 2" AC fill for AC
surfaced roadways

3"C, Type 3 conduit
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